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VERSION RELEASE HISTORY

Version Effective Date

Summary of Changes

1.0 21 September 2006  Power System Operation Procedure (Market Procedure) for Facility Outages
initial release
2.0 1 April 2009 System Management amended changes to the procedure resulting from
Procedure Change Report PPCL0003
3.0 21 June 2011 System Management amended changes to the procedure resulting from
Procedure Change Report PPCL0017
4.0 Balancing Market System Management replacement of the procedure resulting from
Commencement Procedure Change Report PPCL0023
Day
5.0 7 April 2014 System Management amendments to the procedure resulting from
Procedure Change Report PPCL0026
6.0 TBA 2018 AEMO restructure and rewrite of the procedure resulting from Procedure

Change Report AEPC 2018 04
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1 PROCEDURE OVERVIEW

1.1. Relationship with the Wholesale Electricity Market Rules

1.1.1 This Power System Operation Procedure-{(PSOP):: Facmty Outages (Procedure) has
been developed in accordance with; - Clauses
3.18.21, 3.19.14, 3.21.12 and 4.11.1(h) of the Wholesale Electricity Market Rules
(MarketWEM Rules).

1.1.2 References to particular MarketWEM Rules within the Procedure in bold and square
brackets [MRClause XX] are current as at 728 April 20242018. These references are
included for convenience only; and are not part of this Procedure.

1—TFhis Procedure-is-subserdentto-the-MarketReferences to particular

Technlcal RuIes—LthheLevenLeLeenﬂ@t—benNeen%m&Preeedure&nd—the

part—e#— wrthrn the Procedure _in bold and rs—rtahersedcurlv braces {Clause
XX} are current as at 1 December 2016. These references are included for

convenience only and eentained-in-arectangularbox:

1.1.3

of thIS Procedure

RELATED DOCUMENTS

1.2 hi I . I Lo | chould| i ) .
withinterpretation

1.2.1  Inthis Procedure:

(a) __terms that are capitalised but not defined in this Procedure have the meaning
given in the WEM Rules;

(b) to the extent that this Procedure is inconsistent with the WEM Rules, the WEM
Rules shall prevail to the extent of the inconsistency;

(c) _areference to the WEM Rules or Market Procedures includes any associated
forms required or contemplated by the WEM Rules or Market Procedures; and

(d)  words expressed in the singular include the plural or vice versa.

1+3.41.2.2 In addition, the following:_defined terms have the meaning given.

PSOP: CommunicationsTable 1 Defined terms

Term Definition

Day Ahead Opportunistic ~ Opportunistic Maintenance detailed in step 7.1.2(a)
Maintenance (DAOM)

Equipment List The list of equipment required by clause 3.18.2(a) of the WEM Rules to be subject
to outage scheduling, detailed in step 2.1.1.

On the Day Opportunistic ~ Opportunistic Maintenance detailed in step 7.1.2(b).
Maintenance (ODOM)
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Term Definition

Outage Risk Assessment An assessment of risks that might extend the outage as detailed in step 4.2.3(a).

Outage Contingency Contingency plans for the early return to service of the Facility or item of equipment
Plans as detailed in step 4.2.3(b).
Outage Schedule Information on all Scheduled Outages referred to in clause 3.18.4 of the WEM Rules

held AEMQ’s IT system as detailed in step 6.1.1.
a——Purpose and Centrolk:

b, : o ing:
4.21.3 Marketapplication of this Procedure:+4MS-Hnterface:

COMM=MNCEMEMNT
1—ThisrevisedThe purpose of this Procedure has-effectfrom-7April- 2014
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2 Scopeis to detail

231131 A ,

{-MR%—lS—Z—l%—LQ—lH—Z—l—LZ—and—4—1—1—l(hH—and—detaHs the processes to be

followed by:

(a) System-Management-theIMOAEMO, Market Participants and Network
Operators when conducting outage planning for an-eutage-of-a NetworkMarket
Generator-Load-oran-Ancillary-Senvice-Facility;- [Clause 3.18.21];

(b) System-ManagementAEMO, Market Participants and Network Operators when
conducting final approval of outages; [Clause 3.19.14];

(c) System-ManagementAEMO, Market Participants and Network Operators when
determining and reporting Forced Outages and Consequential Outages;
[Clause 3.21.12]; and

(d) FhelMOAEMO when calculating Planned Outage and Forced Outage rates-
[Clause 4.11.1(h)].

1.4 thatenableAssociated documents

1.4.1 The following documents in Table 1 (available on the Market Web Site) provide
background information to this Procedure:

Table 1 Background Procedures

Reference Title Location
SO_OP_ WA 3805 IMS Interface Market Procedure: AEMO and Market Web Site
Network Operators

SO_OP_WA 3802 PSOP: Communications and Control Systems Market Web Site
SO_OP_WA 3803 PSOP: Dispatch Market Web Site
SO_OP_ WA 3801 PSOP: Commissioning and Testing Market Web Site
SO_OP_WA 3806 PSOP: Medium Term PASA Market Web Site
SO_OP_ WA _ 3808 PSOP: Power System Security Market Web Site
SO _OP_WA 3809 PSOP: Short Term PASA Market Web Site
SO_OP_WA 3807 PSOP: Network Modelling Data Market Web Site

Doc Ref: SO_OP_WA_3804 [Enter date] Page 11 of 33
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LIST OF EQUIPMENT SUBJECT TO OUTAGE PLANNING

2.1

Contents of the Equipment List

2.1.1

Clause 3.18.2(a) of the WEM Rules requires AEMO to maintain a list of equipment

2.1.2

that is subject to outage scheduling (Equipment List).

In compiling the Equipment List, AEMO must include [Clause 3.18.2(c)]:

2.1.3

(a) all transmission network Registered Facilities;

(b) all Reqistered Facilities holding Capacity Credits with a nameplate capacity of
more than 10 MW [Clause 3.18.2A(a)];

(c) ___all generation systems with a nameplate capacity of more than 10 MW that are
registered as an Intermittent Load [Clause 3.18.2A(a)];

(d) _all Reqistered Facilities subject to an Ancillary Services Contract; and

(e) __any other equipment that AEMO determines must be subject to outage
scheduling to maintain Power System Security and Power System Reliability.

In_ applying step 2.1.2(e) AEMO may include in the Equipment List Loads, Network

2.14

equipment, and Market Generators with a nameplate capacity of less than 10 MW,
where the maintenance of Power System Security and Power System Reliability may
be impacted during an outage of that Facility.

AEMO may update the Equipment List in circumstances including but not limited to

2.1.5

[Clause 3.18.2(b)]:
(a) when a new Facility is reqistered;

(b) where there has been a change to any of the details for an item of equipment on
the Equipment List; and

(c) __when an existing item of equipment is no longer required to be included on the
Equipment List.

Where the Equipment List is revised in step 2.1.4, AEMO must publish the revised

2.1.6

Equipment List as soon as practicable [Clause 3.18.2(b)].

AEMO may agree with Market Participants and-Network-Operators-to-gainon a

process for Planned Outage commencement and restoration, which will be detailed
and agreed in a confidential Operating Protocol.

2422.1.7 Where there is no other agreement with-System-Management-on-the-timing

of-outages-of-Facilities;in an Operating Protocol, Participants must notify AEMO
immediately prior to commencement and restoration of a Planned Outage via

telephone.

8813510v16 (07/04/14) SYSTEM
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11— COMMUNICATHONS-ANDB-CONTACTS

11— RuleA Market Participant Centacts

Nema%@pera%epsOperator may request that the Economlc Requlatlon Authorltv

reassess the inclusion or exclusion of its contact-details-and-modes-of communication
inrespectof-outages:-Facility from the Equipment List [Clause 3.18.3].

3 COMMUNICATIONS

2:23.1 Communication of eutage-trfermationQutage Information

2243.1.1 Communication of outage requests and notlflcatlons shalmust be made
through Sy Vi
Welsrme#aeeAEMO s hominated IT system as soon as practlcable unless otherW|se
set out in this Procedure.

22.23.1.2 Where this Procedure requires a Rule Participant to provide confirmation in
SMMITSAEMO’s IT system of a request or notification made using an alternative
communication method, the Rule Participant must record that confirmation in
SMMITSAEMO'’s IT system as soon as practicable after making the relevant request
or notification.

3.1.3 During periods when SMMIFSAEMO’s IT system is unavailable Rule Participants
must-:
(a) provide any requests and notifications required to be communicated through
SMMIFSAEMO’s IT system under this Procedure by an alternative
communication method defined in the PSOP: Communications and Control

Systems or as otherwise directed by System-ManagemenrtAEMO; and

(b) WhensSMMIFSonce AEMO'’s IT system becomes available-again-aftera-peried
during-which-ithas-been-unavailable; Rule-Participants-must-, update

SMMITSAEMO’s IT system as soon as practicable to record any requests and
notifications provided under Paragraph-2-3.3-—step 3.1.3.

8813510v16 (07/04/14) SYSTEM
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4 OUTAGE SCHEDULING

4.1 Maintenance of the Outage Schedule

4.1.1 AEMO must maintain an Outage Schedule that contains details of each Outage Plan
[Clause 3.18.4] that:

(a) AEMO has accepted under step 6.1.4; or

(b) the ERA has directed AEMO to include as per clause 3.18.15(f) of the WEM
Rules.

2-34.2 Outage Plan_Information Reguirements

2314.2.1 Market Participants and Network Operators must submit reguestsfor
acceptance-of Outage Plans through SMMIFSAEMO’s nominated IT system.

16-System-Management-mustaceeptanAn Outage Plan that:

2:3.24.2.2 coentairsmust contain the information specified in clause 3.18.6 of the
MarketWEM Rules [MR-3-18-6}:-and_must represent the good faith intention of the
Market Participant or Network Operator to remove from service, or de-rate, the
relevant Facility or item of equipment, for maintenance [Clause 3.18.7].

e cubmitted.i I it 4 .  thi ure:
and

o e critoriaf ai | g in |

4.2.3 An Outage Plan submitted under step 1 must include, amongst other items, an:

(a) Outage Risk Assessment, being an assessment of risks that might extend the
outage [Clause 3.18.6(e)]; and

8813510v16 (07/04/14) SYSTEM
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4.2.4

(b) Outage Contingency Plans, being contingency plans for the early return to
service of the Facility or item of equipment [Clause 3.18.6(q)].

An Outage Plan submitted under step 1 is valid where the Facility:!

4.2.5

(a) _is available for dispatch, or capable of being put into that state, just prior to the
commencement of the proposed outage; and

(b) is capable of being available for dispatch for the duration of the Outage Plan.

The Outage Contingency Plan provided in step 4.2.2 must include the following

details:

(a) __the steps the Participant will follow if AEMO were to request the relevant Facility
or item of equipment to return to service;

(b) __For a Network Operator, where relevant, other measures that can be employed
in order to manage Power System Security and Power System
ManagementReliability when the Facility cannot be returned to service,
including but not limited to measures such as:

(1) partial restoration of the Facility;

(2) bypass of affected equipment;

(3) dispatch of a Network Control Service arrangement; and
(4) alternative operation of other equipment (e.g. open point);

(c) __any limitations that AEMO may need to take into account in the management of
Power System Security and Power System Reliability when the Outage
Contingency Plan is enacted, including, but not limited to:

(1) For a Network Operator:

(A) alternative protection operation;

(B) _revised Equipment Limits or Security Limits.; or

(2) For a Market Generator, any reduction in capacity as a result of early
return to service.

2-3:34.2.6 AEMO may require the Market Participant or Network Operator to clarify or

provide additional information inrelation-to an-aceepted-Outage-Plan-prior-to-approval

ofenable the Outage Plan-_to be assessed.

! REFERENCE BLUEWATERS CASE JUDGEMENT

8813510v16 (07/04/14) SYSTEM
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a——ifWhere AEMO requests further information in step 4.2.6, AEMO must
determine a timeframe for the information requested that will allow
adequate time for the Outage is-scheduled-to-commence-within24

2-3-44.2.7 Mh&GH{age—Pla#anseﬁFenoﬁaﬂeed%eweaﬁemwely—wgemto be
assessed, and ¢

the Market Participant or Network Operator beeam&awa#eef—th&need—andmust
provide the information requested within that timeframe.

4.2.8 1—System-ManagementAEMO must use reasonable endeavours to respend-to-a
requestfora-proposedassess an Outage Plan received-from-a-MarketParticipant-or

Network-Operatoer-within-;
8813510v16 (07/04/14) SYSTEM
MANAGEMENT Page 17 of 33

Facility Outages




(a) 10 Business Days of receipt effrom a generation-OutagePlanMarket Generator;
and-within

{ay(b) 20 Business Days of receipt effrom a retwerk-Outage-Plan—Network
Operator.

22.System Management must take all reasonable steps to expedite

assessments-of-all submitted-Outage Plans:

_ | toriat oo o bilit ot |

4.3

4.3.1

System-ManagementOutage Plans lodged within six weeks of

commencement

Where an Outage Plan is first submitted within 6 weeks of the commencement of the

4.3.2

outage, if there is insufficient time for the Outage Plan to be assessed, AEMO may
reject that Outage Plan without evaluation [Clause 3.18.7A].

In assessing whether an Outage Plan under step 4.3.1 should not be rejected without

4.4

evaluation, AEMO must take into account:

(a) _whether the Outage Plan arises from a need to carry out urgent and unforeseen
maintenance on its Facility or item of equipment;

(b) when the Market Participant or Network Operator first became aware of the
need; and

(c) _whether the nature of the work to be performed prevents accurate scheduling in
advance, or is contingent on actions outside the control of the Market
Participant or Network Operator.

Network Outages that may impact a Market Participant’s Facilities

4.4.1

Where a Network Outage impacts any Market Generator’s Facilities, the Network

4.4.2

Operator must provide sufficient information to AEMO to demonstrate that it has used
best endeavours to inform that Market Generator [Clause 3.18.6(h)].

A Network Outage will unduly impact the operation of one or more Market

4.4.3

Participant’s Registered Facilities in circumstances that include, but are not limited to,
where, to allow the Network Outage to commence, AEMO must dispatch a
Reqistered Facility not in accordance with the latest Balancing Merit Order.

Where a Network Outage impacts the operation of a Market Participant as indicated

4.4.4

in step 4.4.2, then AEMO may require the Network Operator and the affected Market
Participants coordinate the timing of their outages in order to minimise the impact of
the Network Outage on the Market Participant Facilities [Clause 3.18.5C].

To assist with the coordination of outages in step 4.4.3, AEMO may make information

4.4.5

from the Outage Schedule available to a Network Operator [Clause 3.18.5D]. This
information may include, but is not limited to, the following:

(a) __ details of Outage Plans;

(b) the contact details of Market Participants with relevant Outage Plans; and

(c) relevant technical information able to be shared by AEMO.

Where AEMO accepts a Network Outage to which step 4.4.2 applies, and the

impacted Market Participant has not submitted an Outage Plan, the Market
Participant must lodge a Forced Outage or Consequential Outage in accordance with

step 10.

8813510v16 (07/04/14) SYSTEM
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CHANGES TO OR WITHDRAWAL OF AN OUTAGE PLAN

5.1 Re-Scheduling or Cancelling an Outage Plan

5.1.1 Where a Market Participant or Network Operator no longer plans to remove from
service or de-rate a Facility or an item of equipment as per an Outage Plan then it
must cancel the relevant Outage Plan in AEMO IT’s system as soon as practicable
[Clause 3.18.8].

5.1.2 Where a Market Participant or Network Operator intends to change the times of an
outage from those indicated in the Outage Plan it must inform AEMO and submit a
revised Outage Plan as soon as practicable [Clause 3.18.9].

5.1.3 If a Planned Outage is scheduled to commence within 24 hours the Market
Participant or Network Operator must notify AEMO of the changes to the Outage Plan
by telephone and provide confirmation through AEMQ’s IT system as soon as
practicable.

6 ACCEPTANCE OF OUTAGE PLANS

6.1 General

23.56.1.1 AEMO must assess the acceptability of Outage Plans using the criteria

specified in clause 3.18.11 of the MarketWEM Rules{MR-3-18-11(a)to{d)-& MR
31812}, based on the information specified in the PSOP: Power System Security

and any relevant quidelines.

8813510v16 (07/04/14) SYSTEM
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6.1.2 An Outage Plan in step 6.1.1 must be valid and meet the requirements in step 4.2.4
to be able to be assessed as acceptable.

6.1.3 AEMO may assess an outage as acceptable under step 6.1.1 subject to conditions
[Clause 3.18.13(c)].

6.1.4 An Outage Plan that AEMO has assessed in step 6.1.1 as acceptable is a Scheduled
Qutage [Clauses 3.18.10 and 3.19.1].

6.1.5 AEMO must perform the assessment in step 6.1.1 on an ongoing basis [Clause

3.18.10(b)].

6.1.6  Where, following a re-assessment in step 6.1.5, AEMO identifies that a Scheduled
Outage or group of Scheduled Outages can no longer be accepted, AEMO must
change the status of that outage, or group of outages [Clause 3.18.13].

2:46.2 Acceptance of non-complying Outage Plan for reasons of System
Security

The Market Rules provide for System Management to permitAEMO may allow an

Outage Plan to proceed even-iHtdoes-net-meetthe-criteriaforaceeptance-as

Outage—ptan n step 6.1.1 |f it conS|ders that thepreventlnq the outaqe Would pose a
greater threat to Power System Security or Power System Reliability over the long
term than allowing the outage [Clause 3.18.11(e)].

6.2.2 Circumstances in which AEMO may accept an Outage Plan in step 6.2.1 include, but
are not limited to:

(a) _where an outage is required to address ongoing equipment or Facility
unreliability that may impact or has impacted on Power System Security or
Power System Reliability; and

(b) an item of equipment or a Facility was recalled from an outage prior to
completion of the planned work and the impacted equipment or Facility requires
a further outage to complete the planned work so that on return to service of the
equipment or Facility the SWIS is able to be operated in a secure and reliable
manner.

6.2.3  Factors that AEMO must consider in making a decision in step 6.2.1 include:

(8) whether increased security risk over the period of the outage is less than the
longer-term risk reduction that would be achieved by allowing the outage to ge

aheadMR-3-18-11(e)}-proceed. This may occur in circumstances including, but
not limited to where:

8813510v16 (07/04/14) SYSTEM
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(1) H-System-Managementaccepts-an-revised forecast information is

available indicating a high probability of a lower demand than indicated in
the PASA second standard deviation forecasts;

(2) the proposed Outage Plan pursuantis for a short perlod and |s mtended to

th&extentavmd an outage for a Ionqer perlod at a time of the%sk
includinghigher demand;

(3) _there is limited opportunity to re-schedule the likelihood-and
conseguencesoutage, a demonstrated need to have the outage as soon
as possible, and engeing-advantagesAEMO is of the opinion that arise
overthelongerterm,-as-aresult-ofaccepting-anthe associated risks of

conducting the outage can be managed. This also may include where the
Outage has previously been recalled under clause 3.20.1 of the WEM
Rules or rejected under clause 3.19.5 of the WEM Rules;

(b) not proceeding with the Outage Plan_could endanger the safety of any person,
damage equipment important, or violate any applicable law.

2.566.3 Changes to pewersystem-conditionsaffecting-Scheduled
Outages—Qutage Contlnqencv Plans

6.3.1 From time to time where an Outage Plan is submitted well in advance of the
commencement date, AEMO may allow a Participant to revise details in the Outage
Contingency Plan after it has become a Scheduled Outage.

1—A Market Participant may-regquestthe-acceptance-of-an-Outage Plan-by
telephone-ne-earlierthan-8:00-am-onthe-seventh-dayor Network Operator
must receive AEMQ’s permission prlor to the—'FraeImg—Day—en—whreh—the

8813510v16 (07/04/14) SYSTEM
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37 REQUESTS FOR OPPORTUNISTIC MAINTENANCE

7.1 General

7.1.1 Opportunistic Maintenance refers-to-approved-outages-thatare-is a request from a

8813510v16 (07/04/14) SYSTEM
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Market Participant or Network Operator for AEMO to approve an outage of a Facility

or item of equipment to be carried out withoutpreviously-having-been-subjectto

Acceptance-Applicationsfor-during a Trading Day that is not a Scheduled Outage
[Clause 3.19.2].

3417.1.2 The WEM Rules describes two types of Opportunlstlc Marntenancegeneraﬂy

3—]?9—2&b)]—(—en4heday( DAOM) covers requests made between 10 00 AM on the
day prior to the Scheduling Day and 10:00 AM on the Scheduling Day [Clause
3.19.2(a)]; and

(b) On the Dav Opportunlstlc Malntenance—)system—Management—must—have

Whether—tegrante (ODOM) covers requests made at any trme on the current
Trading Day not later than 1 hour prior to the commencement of the Trading
Interval during which the outage is due to commence [Clause 3.19.2(b)].

312713 For a request for Opportunistic Maintenance-_to be valid, it must include all of
the information specified in clause 3.18.6 of the WEM Rules [Clause 3.19.2].

3137.1.4 Shoecstonodthol Sl Mon e ool mu sl At Bors Lo i o e nesing.
whetherto-grant-approval-for-Opportunistic Maintenance regquests-are-specified-in-the
MarketRules [MR-3.19.6].is valid where the Facility:?

(@) is available for dispatch, or capable of being put into that state, just prior to the
commencement of the Opportunistic Maintenance; and

(b) is capable of being available for dispatch for the duration of the Opportunistic
Maintenance.

7.2 Pre-condition for Opportunistic Maintenance

7.2.1 AEMO may decline to approve Opportunistic Maintenance for a Facility or item of
equipment where it considers that the request has been made principally to avoid
exposure to Capacity Cost Refunds rather than to perform maintenance [Clause

3.19.3A(c)].

7.2.2  Before approving an Opportunistic Maintenance request;-System-Management-may
atits-sole-diseretion- that AEMO considers may meet the conditions in step 7.2.1,
AEMO may require athe Market Participant'sParticipant or Network Operator's
adthorised-personnelincluded-in-therelevantcontactlistOperator to makeprovide a
written declaratron that the capacrty #epwhreke@ppertumstreMamtenaneeqs—bang

31:47.2.3 AEMO must reject any Opportunistic Maintenance request where the relevant
Market Participant or Network Operator does not comply with sueh-a request-_in step
7.2.2.

2 REFERENCE BLUEWATERS CASE JUDGEMENT
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3.27.3 Day-ahead Opportunistic Maintenance (DAOM)

3217.3.1 A Market Participant or Network Operator seeking-to-reguest-dayrequesting
Day-ahead Opportunistic Maintenance must submit theits request via

SMMITSAEMO’s nominated IT system.

3-37.4 On the day Opportunistic Maintenance_ (ODOM)

29-A Market Participant or Network Operator seeking-toreguest-Opportunistic
: . I . :

7.4.1 make-an-applicationforthe-approvalef-an-enrequesting On the day Opportunistic
Maintenance_ (ODOM) must:

(@) make the request by telephone at least one hour before the commencement of
the Trading Interval during which the requested eutageODOM is due to
commence [MRClause 3.19.2(b)]; and

(b) as soon as practicable, confirm the request via SMMITSAEMO’s IT system.
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7.4.2 TFhe-effectof AEMO may only approve ODOM where the Market-Rules{MRoutage is
to perform minor maintenance [Clause 3.19.2(b)YHs)(i)].

7.4.3  Circumstances which may fulfil the requirements of step 7.4.2 include, but are not
limited to:

(a)__inspections;

(b) __ preventative maintenance;

(c) __corrective maintenance;

(d) works in the vicinity of the equipment or Facility; and

(e) testing that the-earliestan-onthe-day-would not otherwise require a

Commissioning Test Plan.

7.4.4 AEMO may only approve ODOM where the outage does not require any change in
scheduled energy or Ancillary Services [Clause 3.19.2(b)ii]. This includes, but is not
limited to:

(a) _for Network Outages:

(1) the Network Outage would constrain the operation of a Market Generator
that has otherwise indicated full availability for dispatch; or

(2) the Network Outage would require additional Ancillary Services to be
scheduled.

(b) _for Generator Outages:

(1) where a generator has a position in the Balancing Merit Order that, in the
reasonable opinion of AEMO, could result in their dispatch during the
period of the ODOM request; or

(2) where a generator has a position in the LFAS Upwards Merit Order or

LFAS Downwards Merit Order that, in the reasonable opinion of AEMO,
could result in their dispatch during the period of the ODOM request.

48 APPROVAL OF SCHEDULED OUTAGES AND OPPORTUNISTIC
MAINTENANCE OUTAGE CAN COMMENCE 15 9:00 AM ON THE
TRADING DAY.

8.1  System-Manhagementmustnotapprove-an-on-theday-General

8.1.1 A Market Participant or Network Operator must request approval of a Scheduled
Outage no later than two days prior to the date of commencement of any outage
[Clause 3.19.1].

8.1.2 AEMO must assess a request for approval of a Scheduled Outage or Opportunistic
Maintenance request-which-itconsiders-would-require-any-change-in-energy
scheduled-using the criteria in clause 3.19.6 of the WEM Rules based on the
information available to AEMO at the time of the assessment [Clause 3.19.3].

4118.1.3 To approve a Scheduled Outage in step 8.1.2, AEMO must determine
whether the Scheduled Outage remains acceptable in accordance with the-Forecast

BMO-orin-scheduled-Ancillary Services [MR-3.19.2(b)ii}-steps 6.1.1 and 6.1.2.

412814 A
needs%&To ensure tha{—anenJeheudathhe power svstem can be operated Wlthln the
Technical Envelope, AEMO may consider fuel availability in assessing a Scheduled

Outage or Opportunistic Maintenance eutage-requestis-consistent-with-the-Faeility's
position-in-the BMO-and-latest Forecast BMO-[Clause 3.19.6(c)].

no y av-Marke ane
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8.1.5

prepesed—emheda%AEMO must e|ther approve or re|ect the Scheduled Outaqe or
Opportunistic Maintenance,—provide-cenfirmationto-a and inform the Market

Participant or Network Operator of its decision te-approve-orreject-arequestfor-on
the-dayas soon as practicable via AEMO'’s IT system [Clause 3.19.4].

4.1.38.1.6 An outage, including Opportunistic Maintenance-by-telephone-and-confirm

8.1.7 When-a-situation-arises-where-Power-Except for ODOM, a Market Participant or

8.2

the-approvalbvia-SMMITS-, which is approved by AEMO under step 8.1.5 is a Planned
Outage [Clause 3.19.11].

Network Operator may not commence a Planned Outage (including Day Ahead
Opportunistic Maintenance) unless AEMO has provided confirmation of its approval
of the outage request via its IT system.

Approval of non-complying Scheduled Outage for reasons of

8.2.1

System Security-is-atrisk-and-the cancellation-of cutages-could
poetentialy-aleviate the-situation;

AEMO may allow an Outage Plan to proceed that does not meet the criteria in step

8.2.2

8.1.2 if it considers that preventing the outage would pose a greater threat to Power
System Security or Power System Reliability over the long term than allowing the
outage [Clause 3.19.6 (e)].

Circumstances in which AEMO may accept an Outage Plan in step 8.2.1 include, but

8.2.3

are not limited those detailed in step 6.2.2.

Factors that AEMO must consider in making a decision in step 8.2.1 include those

detailed in step 6.2.3.

CHANGES AFFECTING A PLANNED OUTAGE

9.1

Changes to Power System ManagementConditions Affecting a

9.1.1

Planned Outage

Where power system conditions change such that the Planned Outage would no

9.1.2

longer be approvable, AEMO may cancel the Planned Outage [Clause 3.19.5].

Circumstances that AEMO must consider all-current Planned-in making a decision

9.1.3

under step 9.1.1 include but are not limited to:
(a) achange in AEMQ'’s forecast of power system conditions;

(b) __achange in weather forecast during the Scheduled Outage causing a significant
increase in the forecast load; and

(c) __an unplanned outage of a major Facility or item of equipment that could restrict
AEMO'’s ability to operate SWIS within the Technical Envelope.

The general priority of assessment that AEMO will use to cancel outages in step 9.1.1

is:
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(a) __ Opportunistic Maintenance [Clause 3.19.6(d)(V)];

(b) Scheduled Outages and-eutages-in-progress-and-assess-whetherrejectingthat
were scheduled less than one ermere-Plannred-month ahead:

(1) That were deferred [Clause 3.19.6(d)(iv)]; and then
(2) That were not deferred [Clause 3.19.6(d)(iii)];

{a)(c)Scheduled Outages orrecalling-equipmentto-service-may-assistinreducing-the
identified-risk-to-Power-System-Security-that were scheduled more than one

month ahead:

(1) MHinThat were deferred [Clause 3.19.6(d)(ii)]; and then
(2) That were not deferred [Clause 3.19.6(d)(i)];
(d) Outages approved under step 8.2.1.

9.2 Extending the viewend time of System-Managementthereis
benefit in the action referred to in Paragraph 11.1, System
Managementmay-contactPlanned Outage

9.2.1 Where the Market Participant erNetwork-Operatorand-discusswishes to extend the
impasctend time of rejecting-the-outage-orrecalling-theequipment-to-servicefsuch

contactis-made,-System-Managementa Planned Outage a new Outage Plan must
nformbe submitted under step 1 for every Trading Interval beyond the end time of the

existing Planned Outage.

4.1:49.2. 2 Where AEMO is unable to approve an Outage Plan submitted under step
9.2.1, the Market-Participant er-Network-Operatormust submit a Forced Outage under
step 1 for any part of the prevailing-operating-state-and/orany-likely-change-to-the

operating-state-requiring-the-actionreferred-to-in-Paragraph-11.1-Planned Outage
that exceeds its approved duration [Clause 3.21.1(b)].

10 FHEMARKETFPARHCHIPANT-OR- NEFWORK-ORPERATOR - MUST
COORPERATEWHH-SYSTEM-MANAGEMENT-AND BDETERMINE
WHEN-THE-FORCED OUTAGES AND CONSEQUENTIAL
OUTAGES

10.1 Information Requirements

1+—Where a FaC|I|tv or |tem of equment ean—be#etumed—teseme&amhe

8813510v16 (07/04/14) SYSTEM
MANAGEMENT Page 27 of 33

Facility Outages




8—SUFFERS A FORCED OUFAGES-ANDOUTAGE OR A
CONSEQUENTIAL QUFAGES

41.510.1.1 Moo Fosilibrosiomoconinmenticvnovaileble cr deatedOulage, the
relevant Market Participant or Network Operator experiencing-the-unavailability-or-de-
ratirg-must communicate the raturedetails of that-unavailability-er-de-ratingthe
utag by telephone to System—ManagementAEMO as soon as practlcable—usmg

4.1610.1.2 The relevant-Market Participant-or- Network-Operator-must-as-soon-as
practicable-cenfirm-the-notification provided under Paragraph-12-1step 10.1.1 must

be confirmed via SMMIFS-AEMQO’s nominated IT system as soon as practicable
[Clause 3.21.4].

PROVUBEAFILEAND HNAL BESCRIPHON-OFFHE-PLANNED
OUTAGE RATE AND FORCED OUTAGE RATE

11.1__Calculation of Planned Outage; Rate and Forced Outage e+

ConsequentialRate
33-AEMO must calculate the Planned Outage te%ystem—Management—wa
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4171111 Fhe-Planned-Outage rate-and-Ferced-Outage-rate for a Facility mustbe
caledlated-by-the HIMO-in accordance with Appendix 1-efthis-Procedure-A and
Appendix B [Clauses 4.1.1(h) and 3.21.12].
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APPENDIX A. CALCULATION OF FORCED OUTAGE RATE

This Appendix presents the methodology for calculating the Forced Outage rate and-Planhed-Outage
rate-of a Facility over a period of time (P) for the purposes of the Market Rules.

For the purposes of [MRWEM Rules [Clause 4.11.1(h)]: P = 36 Months

1-Forced-Outageratecalculation
Forced Outage Rate Definitions
Calculation
Forced Outage rate (%): FOH (Forced Outage Hours) = sum of all

Trading Intervals,

(FOH + EFDH) x 100 Where:

PH

Outage MW = Capacity Credit (MW) and the
Outage Reason is Forced and during the period
P multiplied by 0.5.

EFDH( Equivalent Forced Derated Hours) =
sum of all Trading Intervals,

Where:

Outage MW < Capacity Credit (MW) and the
Outage Reason is Forced and during the period
P multiplied by 0.5 multiplied by Outage
MW/Capacity Credit (MW).

PH (Period hours) =

where the Facility has been operating over all of
period P, the number of Trading Intervals that
occurred in period P, multiplied by 0.5; or

where the Facility has been operating for less
than period P, the number of Trading Intervals
that occurred in period P after the Facility

commenced operation-as-advised-by-the MO,
multiplied by 0.5.
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APPENDIX B. CALCULATION OF PLANNED OUTAGE RATE

—

his
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2 lesnsdCutocorotoenleulation

Appendix presents the methodology for calculating the Planned Outage rate of a Facility over a period of time (P) for the
purposes of the Market Rules.

For the purposes of WEM Rules [Clause 4.11.1(h)]: P = 36 Months

Planned Outage Rate Calculation | Definitions

Planned Outage rate (%): POH (Planned Outage Hours) = sum of all
trading intervals

Where:

Outage MW = Capacity Credit (MW) and the
Outage Reason is Planned and during the period
P multiplied by 0.5.

(POH + EPDH) x 100
PH

EPDH (Equivalent Planned Derated Hours) =
sum of all trading intervals

Where:

Outage MW < Capacity Credit (MW) and the
Outage Reason is Planned and during the period
P multiplied by 0.5 multiplied by Outage
MW/Capacity Credit (in MW).

PH (Period hours) =

where the Facility has been operating over all of
period P, the number of Trading Intervals that
occurred within the last 36 months, multiplied by
0.5; or

where the Facility has been operating for less
than period P, the number of Trading Intervals
that occurred in period P after the Facility

commenced operation-as-advised-by-the MO,
multiplied by 0.5.
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