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Test Report 

General remarks: 
1. This report shall not be reproduced, except in full. 
2. Details in test data / test plan no. 1113010369. 
3. Reporting of results herein is in accordance with NATA recommendations taking into account U of M.  
(a) For minimum limits - Where measurement is on the limit or above the limit it is deemed to comply. 
     Where measurement is below the limit it is deemed not to comply. 
(b) For maximum limits - Where measurement is on the limit or below the limit it is deemed to comply. 
     Where measurement is above the limit it is deemed not to comply. 
4. For reporting of results the estimated uncertainty for measurement taken into account at 95% confidence 
level.  
5. This test report is based on assessment and tests applied to the specific test item(s) as submitted by the 
client. 
6. TÜV Rheinland Australia disclaims any and all responsibility or obligation for any other item. 
7. LCP test was conducted on 10 light fittings with PE cells per requested schemes. 

Description of the test item: 
Test items are branded: Aldridge Traffic Systems Pty Ltd 

Model / type number: V216175WT5N7P; Rating: 230VAC 50Hz 0.78A 175W, IP65, IK06, CCT: 4200K, 
Class I. Lamp control gear: Mean Well; Model Number: HLG-185H-54B; Input: 100-240VAC 2.1A 50/60Hz, 
� = 0.95; Output: 54VDC 3.45A 186.3W; Rating: ta: 60°C tc: 90°C, IP67. PE cell: Tyco Electronics; Model 
Number: 8090-VFS; Rating: 105-305VAC 50/60Hz 1000W/1800VA. 

Options/accessories/ancillary equipment: 
The equipment was tested without any optional accessory installed. Hence, this report does not cover 
parameters that are influenced by the installation of optional accessory that might affect safety in the 
meaning of this standard. 

Uncertainty of equipment used: 

 

Equipment Equipment No. Range used Uncertainty (%) Calibration Due Date 

Digital Power 
Meter  

Model:        
WT310 

MEL-1464 

Voltage: 1.5V-600V ±0.4 

11-Oct-2018 
Current: 20A ±0.5 

Power: 100W ±0.5 

Power Factor: 0.8 - 1 ±0.8 
 

Test procedure: 

The submitted test samples (consisted of the supplied lamp and control gear combination, if applicable) for 
the lamp circuit power consumption measurement were placed in a draught free room and at the laboratory 
condition (Ambient (20±5)oC, Relative Humidity (45–75)%) for 24 hours before and during the 
measurement.   

The test samples were connected to the power source and supplied with voltage and frequency as listed in 
“TABLE: Power Measurement”. The test samples were operated until the conditions of overall temperature 
equilibrium were established or at least 4 hours in stabilized operation with the supplied sources.  Then the 
total power consumption measurements have been taken by power meter. 

 
 



 

Test Report No.: 50153655 001 

 

Page 3 of 8  

 

Test Item 
Supplied 
Voltage 

(V) 

Frequency 
(Hz) 

Measured 
Power 

(W) 

Measured 
Current (mA) 

Power 
Factor  

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 171.04 799.00 0.9730 

230 50 170.94 766.80 0.9690 

240 50 170.88 737.40 0.9644 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 169.25 791.70 0.9716 

230 50 169.29 760.60 0.9675 

240 50 169.40 732.60 0.9631 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 170.46 795.40 0.9736 

230 50 170.17 762.80 0.9697 

240 50 170.06 733.50 0.9654 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 168.06 784.20 0.9719 

230 50 168.16 755.30 0.9681 

240 50 168.35 727.80 0.9635 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 172.02 803.00 0.9733 

230 50 171.84 770.90 0.9693 

240 50 171.78 741.60 0.9648 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 171.50 800.90 0.9731 

230 50 171.50 768.80 0.9691 

240 50 171.09 738.40 0.9647 

��

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 169.49 792.20 0.9721 

230 50 169.40 760.50 0.9681 

240 50 169.40 732.00 0.9637 

	�

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 168.19 786.40 0.9718 

230 50 168.17 755.10 0.9677 

240 50 168.22 727.40 0.9634 


�

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 169.56 792.80 0.9722 

230 50 169.46 760.80 0.9681 

240 50 169.45 732.60 0.9638 
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���

 
Light Fitting V216175WT5N7P 

 with PE cell 
 

220 50 170.20 795.40 0.9725 

230 50 170.26 764.20 0.9685 

240 50 170.39 736.20 0.9643 
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Marking 

 
Rating Label 

 

 
LED Driver Label 
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Photos 

 
Back View 

 
Front View 
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LEDs Overview 

 

 
Control Gear Compartment 
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PE cell - front view 

 
PE cell – back view 

    End of the Test Report 
 


