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TEST REPORT

Reference No...................... : WTF20F03012316N
Applicant................cccc... . Aglo Systems Pty Ltd.
Address..........cccccoeeeieeenn . 8-10 Plane Tree Ave, Dingley Village VIC 3172
Manufacturer. .................... . Aglo Systems Pty Ltd.

P Vo [ 1:1- HRURSEE————————— . 8-10 Plane Tree Ave, Dingley Village VIC 3172
Product Name.................... : Floodlight

Model No............ccoeeriene : Nilum Plus 100W

Ratings...........ccocoeveiiins :  200-240VAC, 50/60Hz, 100W
Standards..............ccccvvvnnns : Lamp Circuit Power (LCP)

ANSV/IES LM-79-19 Approved Method: Optical and Electrical
Measurements of Solid-State Lighting Products

Date of Receipt sample ..... : 2020-03-30

Date of Test..............c.ce...... :  2020-03-30 to 2020-04-03
Date of Issue....................... : 2020-04-03

Test Report Form No. ....... : WPL-LM7919A-02A
TestResult.......................... : See the attached sheets
Remarks:

The results shown in this test report refer only to the sample(s) tested, this test report cannot be
reproduced, except in full, without prior written permission of the company. The report would be invalid
without specific stamp of test institute and the signatures of compiler and approver.

Prepared By:
Waltek Services (Foshan) Co., Ltd.
Address: N0.13-19, 2/F., 2nd Building, Sunlink International Machinery City,
Chencun, Shunde District, Foshan, Guangdong, China
Tel:+86-757-23811398 Fax:+86-757-23811381 E-mail:info@waltek.com.cn

Compiled by:-/

nXuY Mlanager

| ¥ 1
Finn Yu / Project Engineer 8
5 TREP©
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Test item description ......................  Floodlight

A ' MONDOLUX

Brand ..........cccoeeviiiiiieieiiiieeeeeee e .. MONDOLUX

General remarks:

"(See attachment #)" refers to additional information appended to the report.
“(See remark #)" refers to a remark appended to the report.

"(See appended table)" refers to a table appended to the report.

Throughout this report a comma (point) is used as the decimal separator.

Remark:
1. Total 10 samples were selected in this test.
2. Detail information for models covered in this report as below.

Item Model Ratings CCT Driver

MEAN WELL;
ELG-100-48A

1 Nilum Plus 100W | 200-240VAC, 50/60Hz, 100W 5000K

Possible test case verdicts:

— test case does not apply to the test object ............ : N (Not applicable)
— test object does meet the requirement ................... P (Pass)
— test object does not meet the requirement ...........: F (Fail)

Waltek Services (Foshan) Co., Ltd.
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Test conducted and method:

Testing is performed in accordance with the procedures outlined in ANSI/IES LM-79-19. The sample(s) is
evaluated for electrical characteristics, located in an accredited, temperature and humidity-controlled, draft
free electrical laboratory.

Physical and Environmental Condition

The Physical and Environmental in which measured at a point not more than 1.5m from the sample(s) and at
the same height as the sample(s) are being taken was maintained at ambient temperature 25°C +1°C, and
the airflow at around the sample(s) is less than 0.20 m/s of speed, and the relative humidity was monitored
and maintained between 40% and 65%, and no excessive vibration in the laboratory.

Electrical characteristics

The voltage of an AC power supply (RMS voltage) and a DC power supply (instantaneous voltage) applied
to the device under test are regulated to within £0.2% under load. The AC power supply have a current crest
factor capability greater than required by the device under test. The AC voltage component or ripple factor of
the DC regulated voltage is less than 0.5% (RMS) of the DC regulated voltage.

The AC power supply, while operating the product, there have a sinusoidal voltage wave-shape at the
prescribed frequency 50Hz or 60Hz such that the RMS summation of the harmonic components does not
exceed 3 percent of the fundamental during operation of the device under test, and the supplied frequency
have a tolerance interval of £2 Hz from the prescribed frequency.

The device under test are operated at the rated RMS AC voltage, rated DC voltage, or rated DC current per
the specification of the sample(s) for its normal use. The set value measurement is fall within a tolerance
interval of +0.5% for RMS AC voltage, £0.2% for DC voltage, and £0.2% for DC current.

Seasoning and Stabilization
No seasoning was performed in accordance with ANSI/IES LM-79-19.

The stabilization time typically ranges from 30 minutes for small integrated LED lamps to two or more hours
for large SSL luminaires. Stability was achieved when the variation (maximum-minimum) of at least 3
readings of the light output and electrical power consumption, taken at a maximum of 10-minutes intervals
over a period of 20 minutes and divided by the last of these measurements chronologically, is less than
0.5%.
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Appended-Test Data Sheet

Table 1:
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Model: Nilum Plus 100W (Driver: MEAN WELL, ELG-100-48A)

Input Voltage / Frequency: 240VAC, 50Hz

Sample No. Input Power (LCP) (Watts) Input Current (Amps) Power factor
1 103.6 0.4402 0.9800
2 106.3 0.4508 0.9814
3 106.6 0.4524 0.9813
4 106.9 0.4536 0.9812
5 106.2 0.4505 0.9813
6 105.0 0.4457 0.9807
7 106.0 0.4498 0.9813
8 107.5 0.4561 0.9812
9 106.3 0.4510 0.9814
10 105.4 0.4473 0.9813
Average value 106.0 0.4497 0.9811
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Reference No.: WTF20F03012316N Page 5 of 20
Attachment 1: Test instruments

Equipment Model/Type Cal. Due. Date
AC power supply EVERFINE DPS 1060 2021-02-24
Digital Power Meter EVERFINE PF2010A-V1 2021-02-24
Temperature & Humidity Datalogger Testo 608-H1 2021-02-24
Digital power meter YOKOGAWA WT310E 2021-02-24
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Attachment 2: Photo Documentation

Sample 1

@ WALTEK 5 #4.1

MONDOLUX

MF21SM2L-750-100W0-30X100-GD1

ALZ00-240V,50/60H2

. WTF20F03012316N
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ingle: 30°x 100
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Photo 1

Photo 2

Waltek Services (Foshan) Co., Ltd.
http://www.waltek.com.cn


http://www.waltek.com.cn/

®
Reference No.: WTF20F03012316N Page 7 of 20 @WALTEK

L 100 20 (30x100)

(ooLxog) B OZ DOL_‘

Photo 3

Sample 2

MONDOLUX R
13, R e Stanckard i 145

MF21SM2L-750-100W0-30X100-GD1 ' :

Operation Voltage: AC200-240V.50/60Hz2

Power: 100W
Color Temp: 5000K

Beam angle ( WTF20F03012316N

Photo 4
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Photo 5
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MONDOLUX™

MF21SM2L-750-100W0-30X100-GD1
on Voltage: AC200-240V.50/60Hz
00w
olor Temp: S000K
angle: 30°x 100

) CE & N17727

Photo 7

Standard for Lile

WTF20F03012316N

_ Nilum Plus 100W

2 -Y/10F #A: 2020330

Photo 8
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Sample 4
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. Stancard tor Lile
MF215SM2L-750-100W0-30X100-GD1
Operation Voltage: AC200-240V,50/60Hz
Power: 100W
Color Temp: 5000K
Beam angle: 30°x 100°
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Photo 10
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Photo 11
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Sample 5

MF21SM2L-750-100W0-30X100-GD1
] AC200-240V,50/60Hz

WTF20F03012316N

Nilum Plus 100W
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Photo 13

Photo 14
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MONDOL

MF21SM2L-750-100W0-30X100-GD
Operation Voltage: ACZOD_—'_24_GV 0/6

Power: 100W

Color Temp: S000K
Beam angle: 30°x 100°
IP65

£V © CE & N1772

Waltek Services (Foshan) Co., Ltd.
http://www.waltek.com.cn

Page 13 of 20 \

Photo 15

Sample 6

&4k it

Standard for |ifc

v’t‘rim"éK

WTF20F03012316N

Photo 16

(30x100)


http://www.waltek.com.cn/

Reference No.: WTF20F03012316N

Waltek Services (Foshan) Co., Ltd.
http://www.waltek.com.cn

Page 14 of 20

Photo 17

L100 20

02 00\

Photo 18

bR

(30x100)


http://www.waltek.com.cn/

Reference No.: WTF20F03012316N Page 15 of 20

Sample 7
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Power: 100W

Color Temp: 5000K
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Sample 8

MONDOLUX

MF21SM2L-750-100W0-30X100-GD1
Operation Voltage: AC200-240V.5
Power: 100W 3
Color Temp: S000K

Beam angle: 30°x 100

IP65
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Sample 10

MONDOLUX

F21SM2L-750-100W0-30X100-GD1

AC200-240V,50/60Hz WTF20F03012316N
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